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SHORT-TERM RHEOLOGY OF POLYCRYSTALLINE ICE 

By N. K. SINHA 

(Division of Building Research, National Research Council, Ottawa, Ontario KrA oR6, 
Canada) 

ABSTRACT. Deformation characteris ti cs of polycrystalline ice and their dependence on time, temperature, 
and stress have been a nalysed on the bas is of a phenomenological rela tion which d escribes creep in terms of 
initial elastic, delayed elasti c, and permanent strain. It is shown that the effective modulus of ice observed 
in the la boratory or in the field can be exa mined on the basis of this model. The model also provides a bas is 
on which the observed flow law of ice can be examined conveniently. Some apparent inconsistencies in the 
resu lts of earli er inves tigations of the mechanical property of ice a ppear to be reconciled by the mode l. 

R EsuME. Modele rMologiqlle a cOllrl leT/ne de la glace polycristalline. Les caracteristique de deformation d e la 
glace polycrista ll ine e t leur dependence du temps, de la temperature et de la contrainte ont ete analysees en 
uti lisant une rela tion phenomenologique d ecrivant le f1uage en terme de deformatio n elastique, deformation 
v iscoelas tique et deformation plastique. On montre que le module effectif de la glace observe dans le 
labora toire ou sur le terrain peut ct re considere sur la base de ce modele. Celui-ci fournit egalem ent les 
e lements permettant une analyse correcte de la loi d 'ecoulem ent experimentale de la glace. Certaines 
contradictions apparentes dans les resultats d es etudes anterieures concernant les proprietes mecaniques d e la 
g lace peuvent ainsi c tre dissipees. 

ZUSAMMENFASSUNG. Kllrzzeit-Rheologie von polykristallinem Eis. Die Verformungsmerkmale von poly
krista llinem Eis und ihre Abhangigkeit von d er Zeit, Temperatur und Spannung wurden auf del' Grundlage 
einer phanomenologischen Beziehung unte rsucht. Sie beschre ibt das Kriechen in Ausdrucken von anfanglich 
elas tischer, verzogert elastischer und b leibender Verformung. Es wird gezeigt, d ass d el' wirksame Modul von 
Eis, d el' im Labor ode .. im Feld gefunden wird , auf del' Grundlage dieses Modells untersucht werden kann. 
Das Modellliefert ebenso eine Grundlage fUr die bequeme Prufung des beobachteten Fliessgesetzes fur Eis. 
Einige augenscheinliche "Viderspruche in den Ergebnissen fruherer Untersuchungen del' mechanischen 
Eigenschaften von Eis scheinen durch d as Modell beseitigt zu sein . 

INT RODUCTION 

Studies of creep of polycrystalline ice have emphasized the steady-state or secondary 
creep stage. Little attention has been given to the initial or transient creep range, the range 
of particular importance to many engineering problems involving ice. 

A programme of observation was undertaken on the initial uniaxial compressive creep 
and recovery of columnar-grained ice . From these observations a phenomenological visco
elastic relation was developed which appears to agree satisfactorily with actual measurements. 
This relation permits the static and dynamic elastic moduli of polycrystalline ice to be 
examined quantitatively ; as well as allowing laboratory and field measurements of both short
and long-term deformation properties to be analysed in a rational manner. A critical examina
tion of the relation indicates that the transition observed in the flow law of ice at low stresses 
may be due to the short duration of previous experiments. This paper reports the results of 
this work. 

PHENOMENOLOGICAL VISCOELASTICITY OF ICE 

Compressive creep tests were conducted in the temperature range - 10 to - 45°C on 
columnar-grained type S-2 ice (Michel and Ramseier, r969) with the [0001] axis of the 
grains normal to the columns. A load was applied in the direction normal to the columns 
with a simple lever system and measured by a load cell. Specimen deformation was measured 
by linear differential transformers mounted directly on the specimen, and recorded using a 
high-speed data-acquisition system. The loading duration was limited to a period of about 
500 s. Fuller details of the experimental techniques and method of analysis are outside the 
scop e of this paper and will be presented elsewhere. * 

* Paper by N. K. Sinha entitl ed " Rheology of columnar-gra ined fresh water ice", to be published. 
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The ice showed an initial elastic deformation which was followed by a time-dependent, 
delayed elastic (or recoverable) strain and viscous flow. Both the delayed elastic strain and the 
viscous flow had the same activation energy. Thus, this ice could be considered as non
linearly stress dependent and rheologically simple. For such a material, creep curves for a 
given load at various temperatures can be reduced to a single master curve by means of a shift 
function S, .2 given by 

In (I, /12) = In S'.2 = ~ (;, - ;) , (I) 

in which I, and t2 are the times required to produce a given strain at temperatures Tl and T2 , 

r espectively, Q is the activation energy, and R is the gas content. The phenomenological 
relations can be described by 

where ff is the creep strain at time t after loading, the superscript denoting stress and the 
subscript indicating time, (J is the applied uniaxial stress, Eo is Young's modulus which is 
relatively temperature independent, EV. is the steady-state strain-rate for unit stress, n is the 
usual stress exponent, band c are constants, and aT is a factor varying with temperature 
according to 

aT = exp[-(Q/RT + d)], (3) 

in which d is a constant. 
The steady-state strain-rate for unit stress EV, in Equation (2) varies with temperature as 

EV. = A exp ( - Q/RT), 

where A is a stress-dependent constant (Glen, 1955; Gold, 1973). 
It is known that the deformation behaviour of polycrystalline ice depends upon several 

factors, including crystallographic structure, purity, direction of application of load, and any 
previous strain history which might have introduced irreversible morphological changes into 
the microstructure. Equation (2) appears to satisfy the experimental results for previously 
undeformed S-2 ice of average grain size (3 mm) with the following values: 

Eo = 9.3 GN m-2, 

Q = 66.9kJmol- 1 (= 16kcalmol- ' = o.7oeV), 
c = n = 3, 
b = 0.34 ~ l /n, (5) 

d = - 22.34 giving a = 2.5 X 10- 4 S-I at 263 K , 
A = 3.76 x 103 for (J in units of 105 N m - 2 (Gold (1973) for 5-2 ice) . 

The stress exponent for viscous flow has been assumed to be equal to 3 in accordance with 
previous investigations. 

TIME- DEPENDENT MODULUS 

Deformation in a viscoelastic material is time-dependent, and the quotient of the applied 
stress and corresponding strain can best be called the time-dependent or effective modulus. 
For a linear viscoelastic material the strain is linearly related to stress, and thus the effective 
modulus is only a function of time. The creep strain of ice is a function of both time and stress, 
it is therefore appropriate to use 

(6) 

for the time-dependent modulus of ice. 
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Substituting Et" in Equation (6) from Equa tion (2), the time-dependent m odulus during 
creep of ice is 

Its value r educes to E o, the Young's modulus or the hig h-frequency modulus, for time 
equal to zero. The relative contributions of the delayed elastic and viscous creep would 
determine Et" in the intermedia te time r a nge, the long-term value is de termined mainly by 
the viscous deformation . 

F REQUENCY R ESPONSE O F EFFECTIVE MODU L US 

T he usua l engineering practice is to r ecord stress- stra in curves at various a pplied stra in
rates, from which initia l ta ngent modulus, average tangent modulus, or secant modulus a re 
determined (H awkes a nd M elior, 1972; G old a nd Traetteb erg, [1 975]; T raetteberg and others, 
1975)· 

T he average strain-rate up to time t a fter loading is given , from Equa tion (2), by 

(8) 

Equation (7) in conjunction with Equa tion (8) gives a n opportunity to compute the 
va ria tion of the effective modulus as a function of strain-ra te, provided the load amplitude is 
small, because the total strain-ra te in a consta nt strain-ra te experiment is the sum of the elas tic 
and viscous strain-ra tes (W eertman, 1973) . Comparisons were made of the experimenta l 
results of G old and Trae tteberg ([1 975]) a t - 10°C and of Traetteberg a nd others (1975) at 
- 39.5°C a nd - 19.3°C with the corresponding calculated va lues . T here was fair agreem ent 
for strain-rates ranging from 10- 3 to 10- 7 S - l (Sinha, 1977) . Gold (1976) summarized pub
li shed results of the frequency dependence of the effec tive modulu (Fig . I ), showing that 
there is continuity between the effective modulus derived from strain-ra te experiments and 
those derived from previous high-frequency measurements . Figure I a lso shows the dep en
dence given by Equation (7), assuming tha t the relation b etween total time of loading and 
frequency is given by 
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Fig. I. Frequency dependence oJ e.ffective modulus f or polycrystallille ice at - IO°e. 
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As the low-frequency experimental data in Figure I were determined for a load amplitude 
of 0.3 MN m - z, the calculated values shown are for this load level. 

It may be noted in Figure I that values predicted on the basis of Equation (7) , with creep 
parameters given in Equation (5) for S-2 ice, differ considerably from experimental data on 
granular ice. This indicates that the parameters for elasticity and viscous creep must be 
different for granular ice-a reasonable conclusion considering the difference in the structure 
of the two types of ice. Information on the short-term rheological response of granular ice is 
required to confirm this hypothesis. 

This foregoing discussion indicates that the dependence of time-dependent modulus on the 
strain-rate is another manifestation of the creep behaviour of ice. The time-dependent 
modulus in creep, however, is highly dependent on stress level and temperature; giving the 
modulus only as a function of average strain-rate or frequency does not fully describe the 
material behaviour in general. A better representation of creep response is needed before 
more general conclusions can be drawn for engineering and material-science applications. 

CREEP COMPLIANCE FUNCTION 

The creep compliance function D t for a linear viscoelastic material is given by 

Dt = Et = Et- r (for (J = I). ( 10) 

This relation is particularly useful when using Boltzmann's superposltlOn principle in the 
prediction of deformation processes in linear viscoelastic materials under conditions of rela
tively complicated stress or strain history. D t cannot be described uniquely for non-linear 
viscoelastic materials such as ice because of the stress dependence of Et, i.e. 

(I I) 

NORMALIZED CREEP COMPLIANCE FUNCTION 

The normalized form of creep compliance is given by 

Dou/Dtu = EoU/EtU = Etu/Eo, 

where the subscript 0 indicates response at zero time. 
This is a convenient method for expressing time-dependent values of creep compliance or 

effective modulus in terms of initial response. The rheological response of the same type of ice 
could vary from sample to sample owing to variations in the microstructure; experimental 
results are, therefore, always subject to a certain amount of unavoidable scatter. The normali
zation technique allows the experimental results to be compared in a rational way. 

Normalized creep compliance functions for columnar-grained S-2 ice are presented in 
Figure 2 for a few stress levels at - IO°C. For times less than one second and stress less than 
2 MN m - Z the functions are essentially similar. For stress less than 0.5 MN m - Z this similarity 
continues up to about 20 s. The normalized creep compliance functions at other temperatures 
are obtained by shifting the curves in Figure 2 along the time scale by the shift function. For 
example, for stress less than 0.5 MN m-z, the time-dependent modulus would be independent 
of stress for a period of about 2 000 s when the temperature is - 45°C. 

The first term of Equation (2) provides a model for temperature- and time-dependence 
of the elastic modulus after loading. The normalized elastic response, that is, the ratio of the 
initial elastic strain to the total elastic strain including the delayed elastic part, is also shown in 
Figure 2 as a function of time. This is independent of stress level as is evident from Equation 
(2). Deviation of the various creep compliance curves in Figure 2 is due to stress-dependent 
viscous flow. The time ranges discussed in the preceding paragraphs therefore indicate the 
period of time for which ice behaves in an essentially elastic manner for the given load levels. 
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Fig. 2. Normalized creep compliancefimction fo r S-2 ice at - lOoCfor different loads. 

E quation (12) in conjunction with Equa tion (2) could therefore be used to determine the time 
and strain at which permanent deformation is significant in relation to elastic and delayed 
elastic (total elas tic) strain for a given load and tempera ture. 

T he theoretical a nalysis of most b earing-capacity problems involving moving loads and 
ice- structure interactions is based on the principles oflinear elasticity. T he foregoing presen ta
tion indicates the limits of time, temp era ture, and stress within which elastic theory m ay be 
applied to ice problems and the corresponding relaxed or effective elastic modulus m ay be 
used . In his discussion of the engineering properties of fresh-water ice, Gold (1976) stated 
th a t ice can be assumed to respond elastically to stress when the period of application of the 
load is less than 1 00 S for stresses less tha n I MN m - 2 or if loaded to fa ilure within a bou t 2 s. 
T he normalization technique adds g reater quantitative precision to this conclusion regarding 
the a pplicability of elastic theory to ice problems. 

S T ATIC AND DYNA MIC E LASTIC MODU L US 

T he variation in the modulus of ice, determined experimentally b y static and d yna mic 
methods, can be explained using Equation (2) or its graphical presenta tion in F igure 2. 
M easurements made in times less tha n 10- 3 s (in fact a t 5 X 102 H z) a t - 10°C should b e very 
close to the true value of Young's modulus. Experimental data presen ted in Figure I support 
this observation. Static methods, however, will yield values that dep end, for a given type of 
ice, on the time ta ken to load the sp ecimen, the time at which the m easurements ar e m ade, 
a nd temperature a nd stress, as is eviden t in Figure 2. 

STAT IC MODULUS 

T he normalized effective modulus as a function of temperature after times of I , 5, a nd 30 s 
is plotted in Figure 3 for stress levels of I MN m- 2 and 2 M N m- 2 (loading time was assumed 
to be instantaneous for these curves). I t can be shown (Fig. 3) tha t th e curves a t on e second 
a re essen tially the sam e, assuming that full load is applied instantaneously. Complications as a 
resul t of pressure m elting and impuri ties at grain b oundaries could influence the activation 
energy for creep in the temperatu re range near to the melting p oint. Caution m ust be 
exercised, therefore, if the curves in F igure 3 are to be extrapolated to higher tempera tures. 
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It has been pointed out that the effective modulus is practically independent of stress up to 
2 MN m- 2 for loading or measurin[ times less than I sat - IOoC. Figure 3 reaffirms that ice 
can be considered to be an elastic material in the entire temperature range of practical interest 
providing that the loading time is less than one second and the load is less than 2 MN m- Z. 
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Fig. 3. T emperature dependence of normalized effective modulus of S-2 ice fo r loads of I MN m- 2 (solid line) a71d 2 MN m- ' 
(broketl line ) at three different times. 

LABORATORY AND FIELD OBSERVATIONS OF THE EFFECTIVE MODULUS 

Static measurements of the effective modulus can be divided into two categories: those 
made in the laboratory, and those made in field tests. As both types usually differ greatly 
from each other, it seems appropriate to discuss the subject in some detail. Consider first the 
strain, and hence the effective modulus, if measurements are made five seconds after the 
application of full load for loads up to 1.0 MN m - 2 _ As shown in Figure 3, the effective value 
will be lower than the high-frequency modulus or Young's modulus by 6% at - 45°C, I I % at 
- 30°C, 23 % at - IOoC, and more than 30% near o°C. Similarly, if strain is determined 
30 s after load has been applied, values will be lower by 10% at - 45°C, 19% at - 30°C, 
36% at - IOoC, and more than 50% at temperatures just below o°C. The increase in apparent 
activation energy observed for temperatures near the freezing point will introduce even larger 
discrepancies into the effective modulus in that temperature range. Higher loads will also 
introduce larger discrepancies (Fig_ 3). Experimental observations by Voytkovskiy (1960) 
and field tests by Eyre and Hesterman (1976) support this conclusion. These workers observed 
the dependence of effective modulus on stress and found that modulus decreased as the load 
increased. 

Typically, la boratory measurements are made within 5 s of load application and in situ 
field measurements within 30 s. Field values, which are subject to additional discrepancies 
owing to the temperature gradients inside the specimens, should therefore be lower than 
laboratory values. Both should show that effective modulus increases with decreasing tem
p erature, and this has been verified by numerous field and laboratory measurements (e.g. 
Gold , 1958 ; Voytkovskiy, 1960 ; Tabata, 1967; Smirnov, 1971 ) . 

F U RTHER COMMENTS ON EXPERIMENTALLY DETERMINE D MODULUS 

It is common experimental practice to record strains for severa l load levels and d etermine 
the effective modulus by standard statistical methods. The finite time involved in loading or 
m easuring strains, in conjunction with the statistical methods used , introduces yet a nother 
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uncertainty into the final result, a n uncertainty tha t becomes more cri tical as high er load 
levels a re used a t higher temperatures. A specific exa mple may cla rify this. 

Consider a hypo thetical laboratory experimen t in which loads a re applied a t a finite load 
r a te of I M N m- 2 S- I and experiments are conducted for various load levels up to 2 M N m - Z. 
Figure 4 illustrates the stress- strain rela tion obtained from Equation (2) for four load levels. 
T he points rep resen t the calculated strains a t - IOoe for 0.5 M N m - z, [MN m - z, 
1.5 MN m - z, and 2 M N m - z a t times of 0.5, I , 1.5, a nd 2 s respectively, to comply with the 
loading rate. T hese p oints do not lie strictly in a straight line. If they were experimental 
results, then the points would, in the ordinary way, be considered to be linearly rela ted and 
the corresponding m odulus would b e determined from the slope of the line of bes t fit. T he 
das hed line drawn by j oining the second and the fourth points represents the line of bes t fit 
fa irly well , giving a m odulus of 7.2 GN m - z. 

I 
I 

1. O r---~--'-----r----." 

SIRA IN. (~. 10- 5 

)0 

Fig. 4 . Computed stress- strain relatioll for loading rate of I M N ",- 2 r I at - 10°C. Solid lines indicate slope alld expected 
effective modulus. Broke/! lines show slope alld evaluated modulus Ee. 

T he evaluated result Ee is considerably lower tha n E o.50 .5, the maximum value, and is even 
lower than E2 z, the lowest value in the series. Note a lso the intercept of the broken line with 
the stress axis. This intercept, if presen t in a real experiment, would be ascribed to the 
uncertainties of the m easuring system. 

Actual experimenta l data on S-2 ice a t - IOoC for a n average load ra te of I MN m - z S- I 

are shown in F igure 5 . R esults were obtained from a sequence of ra pid loading up to full 
load , followed by ra pid unloading. T he conditions of the experiment were similar to those 
described for the creep tests. The average load rate was determined from recorded load 
histories. T he line of best fit, obtained by the least-squa res method , is represented by the solid 
line, a nd gives 7.0 G N m - Z for the evaluated modulus with a stress intercept of 0.07 M m - Z. 
The exa mple bears a close resembla nce to the model presented in Figure 4. 
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Fig. 5. Observations of stress- strain relation oJ S-2 ice at - IDoe. 

An example typical of experimental results obtained at - 40°C is shown in Figure 6. Note 
the higher value of the evaluated modulus and a stress intercept which is lower than that for 
measurements at - rooe. The average load rate is, however, slightly more than that at the 
elevated temperature owing to increased stiffness in the loading system. 

The variation of the experimentally-evaluated effective modulus as a function of tem
perature is shown in Figure 7. The solid line represents the variation calculated on the basis of 
the simple schedule illustrated in Figure 4, assuming a constant load rate. The agreement is 
fair in view of the method of calculation. 

Although the maximum time taken to load the specimen to the highest load level was 
about two seconds, variation of the experimentally evaluated modulus with temperature is 
more like that of the five-second modulus presented in Figure 3. The load rate chosen was 
considered to be very rapid and the experimental conditions sufficiently precise; even under 
these conditions, however, the results show large discrepancies. The data obtained from 
laboratory experiments are not readily applicable to field conditions because of differences in 
the type of ice, grain size, temperature variation within the specimen, complex stress states 
occurring in the natural ice sheet, and the constraints on the conditions of performing tests. 
The examples show how even a well-performed laboratory experiment will give low values for 
the effective modulus. Extending the analysis to field conditions could demonstrate that 
under these conditions very low values (compared to the high-frequency elastic moduli) can 
be expected. 

FLOW LAW OF POLYCRYSTALLINE ICE 

Problems encountered in the interpretation of the initial creep of ice seem to be repeated 
again, in a different form, for a time scale that is long for general experimental observations 
but short with respect to the period required to study the phenomenological flow laws of ice. 
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Accurate determination of Young's modulus and variations of the effective modulus with 
temperature, stress, and time are the primary problems encountered at the very short end of 
the time scale. For long times we have the problem of how to de termine the flow law and its 
variation with stress. 

In the past, inves tigations have been made into the development of a relationship between 
"observed" stead y-state strain-rate and applied stress. These studies demonstrated clearly 
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that there are three distinct zones in the load-creep-ra te spectrum. A steady sta te was never 
reached for high stresses (above 1 M N m- z) so tha t efforts were concentra ted mainly on 
r ela ting minimum creep ra te to stress. In the intermediate range (0.1 - 1.0 M N m- Z) a steady 
or quasi-steady sta te has been observed . A definite flow law for this r egime has been agreed 
upon (Glen, 1955; Steinemann, 1958; Voytkovskiy, 1960 ; Dillon and Andersland, 1967 ; Barnes 
and others, 1971 ; Gold, 1973). This may be called the zone of general agreem ent or a 
" no-conflict" zone. There are, however, controversies remaining con cerning the mech a nisms 
w hich obtain a t the lower end of the stress range. 

Several investigators (Butkovich a nd Landauer, 1960 ; Meier , 1960; M elior and Smith, 
1967; Bromer and Kingery, 1968; Colbeck and Evans, 1969, 1973; M ellor and Tes ta, 1969) 
h a ve observed that creep ra te cha nges from power law to a Newtonian viscous fl ow a t low 
stress. T here had been earlier suggestions of a tra nsition in the flow pattern som ewhere 
a round 0. 1 M N m - Z • An effort will b e made in the following paragraphs to use the proposed 
viscoelastic rela tion to examine the early par t of creep behaviour and its rela tion to stress, 
time, a nd tempera ture. 

C R EEP R ATE 

Creep ra te a t a ny time t after loading is given by differentia ting Equa tion (2) with respect 
to time 

The first term of Equation (13) is directly proportional to stress, whereas the second term 
varies as the cubic power of stress . M oreover, the term which r epresents recovery creep 
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F ig . 8. Creep rate of S -2 ice in llniaxial compression against applied stress at - IOOC for several loading times. Curves art 
calculated on the basis of proposed rheological relation. 

https://doi.org/10.3189/S002214300003361X Published online by Cambridge University Press

https://doi.org/10.3189/S002214300003361X


RH EO L O GY OF P OLY C RY STA LLI NE I CE 

a pproaches zero asymptoticall y a t infinite time. T hus, a quasi-steady sta te in the total creep 
strain-ra te would be a ttained in a shorter time with increasing stress . T his sta te may not be 
observed a t low stresses, except for prolonged creep, provided the morphological changes in 
the micros tructure o[ ice do no t alter the creep behaviour. Observed steady state would, in 
a ny case, depend largely on the conditions and accuracy of m easuremen ts . 

The computed stress dep endence of strain-ra te for a number of creep times is presented 
in Figure 8. Calcula tions were made on the basis of Equation ( 13) and informa tion given in 
Equation (S) . It may be seen from the gra ph tha t 15 min is considered suffic ient (depending 
on the accuracy of measurem ent) to reach a quasi-steady state with a load of 2 MN m- 2 at 
_ 10°C, whereas to reach a bou t the same sta te with a load of 0 .2 MN m- 2 would take more 
than a day. 

The effect of tempera ture m ay be seen by transla ting the curves in Figure 8 along the 
ordinate by the a mount given by the shift fun ction. Thus, for a load of 0.2 M N m - 2 it would 
take more tha n 130 d a t - 4SoC to reach the same creep r a te as can be reached in 1 d a t 
- 10°C. It will be shown that determining an assumed steady-sta te strain-ra te from plotted 
creep da ta might not be suffi cient [or low stress levels. An alterna tive method is suggested for 
the trea tmen t of experimental r esul ts. 

E VALUATED STRESS E XPONE NT 

It is customary to determine the stress exponent for ice from the observed creep rate using 
the power law relation first proposed by Glen ( 195S). Consider the following I"ela tion in which 
EtrTofEquation (13) is resta ted as 

where EVIC is a constant and subscript e is used to distinguish values calcula ted in the normal 
way from the ideal steady-state value; ne will be ca lled the effec tive stress exponent. Equation 
(14) can be re-arranged to give ne in terms of strain-rates and stresses, 

where 0"0 is the base stress a nd 0" ( a pplied stress. A graphical presentation of the vari a tion of ne 
as a function of time and stress is presented in Figure 9. The solid curves shown correspond 
to those in Figure 8. Calculations are based on Go = O. I MN m - 2• 
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Experiments a re usua lly performed in a narrow range of stress. I t is conceivable tha t the 
lowest stress would be chosen as the base stress for calculating the stress exponent, unless one 
tried to fit a straight line to a log- log plot of stress versus strain-ra te. F igure 9 (broken line) 
illustra tes the change in the effective stress exponent for 5 X 103 s when 0'0 is changed to 
0.5 M N m - 2 from o. I M N m- 2 • 

A few observations should be made regarding the cha racteristics of ne' The effective stress 
exponent would be a function of time for a given stress a nd tempera ture. It would be a 
function of stress level, resulting in an " a pparent" tra nsition at low stresses, and would a lso 
dep end upon the choice of the base stress . These dependences would disappear as the steady 
state is reached and ne a pproaches n. In fact, this suggests a n alterna tive m ethod of examining 
the qua lity of the experimental results, provided the existence of a true stead y sta te is real. 

Gold ( 1965) studied the initial creep ra te of S-2 ice between 60 sand 2 X 104 S at - IOoe 

for stresses of from 0-4 to 1.4 M N m - 2 • This is the only study, to the a uthor 's knowledge, of 
initia l creep in the intermediate stress ra nge that can be compared directly with Figure 9. 
Gold observed tha t cr eep, at a given time, for previously undeformed ice could be approxi
mated by a power-law function. H e found that the stress exponent increases from unity to 
about 2.2 in the first 5 X [ 0 3 S and thereafter remains a lmost steady up to 2 X 104 s. T his 
agrees well with the prediction. 

Exp erimental results of long-term creep-ra te investigations (mentioned earlier) of the 
flow la w of polycrystalline ice show rem a rkable simila rity to the curves in Figure 8. The 
compilations of laboratory studies by Dillon a nd Andersla nd ( [ 967), the sep ara te compilations 
for labora tory and field data shown by Langdon ( 1973), and recent compila tions by 
R oggensack (unpublished ) and Shumski y ( [974) on bo th fi eld and la bora tory data (see a lso 
the r eview by Hobbs, 1974) corroborate the convergence a t high stresses and the time of 
measurement-dependen t fl are in stra in-ra tes obtained a t low stresses (Fig . 10) which a re 
predic ted by the presen t analysis. F igure IQ gives the bounds for calculated results a nd 
realistic ranges of temperature, stress, and time. 
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I t is also worth noting that previous observations (Glen, 1955; Steinemann, 1958; 
Voytkovskiy, 1960; Dillon and Andersland, 1967 ; Barnes and others, 1971 ; Gold, 1973) are 
more or less consistent with each other in the intermediate stress range for which a quasi
steady state occurs in a reasonable length of time. Agreement could, in fact, be predicted by 
the convergence of various curves of widely separated time and temperature ranges in Figures 
8 and 10. That different workers obtained a stress exponent of about 3 in this stress range 
indicates that the choice of the exponent in Equation (2) may not be far from reality . 

Internal crack formation at high stresses (Gold, unpublished) and dynamic recrystalli
zation at still higher stresses (Barnes and others, 197 I) influence creep rate. The present model 
is not valid at higher stresses unless the third term in Equation (2) is modified. 

Creep data at low stresses need further analysis in examining the applicability of the 
proposed rheological model. Butkovich and Landa uer (1960) observed the stress exponent 
to be between 0.86 and I. 15 in the stress range of 0.002 to 0.02 MN m - 2 • Col beck and Evans 
(1969) found the power to be 1.9 over a range of stresses 0.01 to 0.1 MN m- 2 • Mellor and 
Testa (1969) observed the stress exponent to be 1.8 in the range from 0.009 to 0.04 MN m - 2 • 

Col beck and Evans ( 1973) noticed that their results fitted a power of 1. 3 at stresses ranging 
from 0.006 to 0.1 MN m - 2 . Thus there are a variety of stress exponents at low stresses. But 
these discrepancies are to be expected, according to Figures 8 and 9, if creep times are short 
in comparison with the time required to reach a steady state. The experimental results 
probably reflect inadequate time of loading and inaccuracy of measurements; this has been 
suggested by Weertman ( 1969, 1973) ' 

Some direct support of this hypothesis comes from Thomas ( 1973), who extended the 
power law with the stress exponent of about 3 to the stress range 0.04 to 0.1 M m- 2 . Thomas 
based this extension of the generalized flow law on his interpretation of the available data on 
ice-shelf deforma tion. Although his results support the present hypothesis, they do not fully 
clarify the reported discrepancies because the ice shelves studied had average temperatures of 
- 6 to - 16°C, whereas some of the laboratory creep data were obtained at temperatures 
just below o°C. An indirect approach, although not fully convincing, lends some support to 
the hypothesis . 

Meier (1960) has suggested that the appropriate flow law for stresses less than about 
0.05 MN m- 2 is a two-term equation given by 

H ere, A and B are constants and n is a bout 4.5. A similar relation was tried by Butkovich a nd 
Landauer (1960), who assumed n to be 3. Melior and Smith (1967) also described their creep 
data in the form of Equation (16) with n = 3.5. 

I t is of considerable interest that Eq uation (16) bears a close resemblance to Equation ( 13), 
which also contains a linear stress-dependent term. If t in Equation ( 13) is fixed a t some 
convenient value, then the two equations are identical. 

Lliboutry (1969) proposed a polynomial relation of the type 

( 17) 

this is an extension of Equation (16) . Colbeck and Evans (1973) used Equation (17) to fit 
their experimental d ata, which are rather scattered. Nonetheless, they found that 

satisfied their experimental results in the range of stress from 0.006 to 0.1 MN m- 2 • 

It may be seen that the first term of Equation ( 18) is the major contributor to strain-rate 
in the low stress range. This is exac tl y the same situation as for the first term of Equation ( 13) 
in relation to the second term during the first part of the deformation. 
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DISCUSSION 

T he technique (Sinha, 1978) developed for observing the microstructure of ice shows that 
grain-boundary sliding is the major contribu tor to strain during early creep. Preliminary 
investigations indicate that delayed elasticity is primarily controlled by sliding and resistance 
to sliding brought about by the interaction between grain boundaries, accommodation at 
triple points, a nd grain deformation and re-arrangement. Microstructure observations of 
deformed ice showed the formation of jogs or steps in the grain boundaries, development of 
small-angle boundaries, vein-like a nd cellular structures due to basal and non-basal disloca
tions, and the pile-up of basal dislocations against grain boundaries and interna l grain 
obstructions. The deformation process is furthcr complicated by the initiation of fracture at 
j ogs in the grain boundaries a nd at triple points. T he formation of these microstructural 
features depends on stress, temperature, and time, a nd these structura l changes cause changes 
in the macroscopic flow properties. 

The rheological relationship proposed here was developed primarily to relate the total 
deformation to the measurable elastic, recoverable, and permanent deformation, and its 
r epresentation, given in Equation (2), was the result of both necessity and desired convenience. 
Observations indicate that the contribution of delayed elasticity to the total strain, however, 
depends on microstructure, crys tallographic orientation, and previous strain history. Equation 
(2) provides a reasonable method for analysing the measurements of deformation behaviour 
and the results presented here indicate its general applicability. 

Analysis suggests that there is continuity of behaviour in spite of the fact that previous 
investiga tions som etimes appear to be inconsistent, if not irra tional. Analysis has further 
confirmed that the near-linear relation observed between creep rate and stress at low stresses 
may be due to m easurements being made in the transient region. If this hypothesis is correct, 
then the permanent creep strain that remains after complete relaxation following prolonged 
creep could be used to calculate the average strain-rate for the steady-state flow condition. 
This method was used by the author on S-2 ice in the intermediate stress range and the results 
agree well with those of Gold (1973) on the same type of ice. Available data obtained at low 
stresses show creep but not recovery, and this makes it difficult to judge the validity of the 
proposed method of analysis for this condition. 

CONCLUSION 

A clear distinction has been m ade between the Young's modulus of ice, which can be 
measured only at high frequencies, and the effective modulus, which is determined by static 
methods. The effective modulus r epresents a combina tion of truly elastic (recoverable) and 
mixed viscoelastic response that depends upon load, time, and temperature. 

There is a limited period after loading during which ice can be considered to be a n elastic 
material, irrespective of its temperature. For S-2 ice loaded perpendicular to the columns, 
this time is found to be abou t I s for loads up to 2 MN m- Z a nd about 20 s for stresses less 
than 0.5 MN m - 2 • Analysis shows that the effective modulus will decrease with increased 
temperature and stress level, a lthough the magnitude of its variation will depend upon 
experimental conditions. 

There is a strong indication that the failure of previous investigators to observe power-law 
creep reported at low stresses could be the result of either inaccurate measurement or ter
minating the tests too early. A reported stress d ependence which is nearly linear at low 
stresses and an associated increase in the stress exponent with stress are both consistent with 
the rheological model now introduced. The proposed relation to describe this model (Equati0n 
(2)) seems to be consistent with the observed behaviour of ice, a nd its first deriva tive (Equation 
(13)) seems appropriate to describe creep-rate. 
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DISCUSSION 

D. TABOR : As I understand it, this paper applies the ideas of polymer rheology to the flow of 
ice. In polymers there are two very distinct mechanisms responsible for the elastic deforma
tion of the polymer chains. But with a crystalline material such as ice I do not see how there 
can be the equivalent of a relaxed and non-relaxed elastic modulus. Could the author explain 
the physical basis for these two elastic moduli? 

N. K. SINHA: Creep of poly crystalline ice is a part ofa larger field of study- creep of materials. 
The ideas applied here brings the analysis of the transient creep in line with the larger subject 
of rheology of materials, and the physical bases of this model are similar to what has been 
developed to explain the rheology of other polycrystalline materials. It is hoped that our 
further studies of simultaneous deformation and microstructure will lead us to a clear explana
tion of the various mechanisms. 

R. W. BAKER: What was the average crystal size used in your tests on columnar-grained ice? 
Also you mentioned in your talk that you made studies of the microstructure after testing 
samples. Did you find any microstructural evidence for diffusional creep in your studies? 

SINHA: The average grain size (cross-sectional) of the columnar grained specimens tested was 
about 3 mm in diameter. Examination of the microstructure after deformation, by the 
etching and replicating technique developed, showed extreme grain-boundary migration 
when the load was small (less thaFl 0.5 MN m- 2) without any pile-up for creep strains of 
about 10- 2 • It appears that the deformation of the grain boundaries are related to slip in the 
neighbouring grains and some sort of diffusional accommodation processes in these regions. 
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P. DUVAL: Have you verified over long time periods that the recovery creep represents the 
whole transient creep? I am thinking about the Andrade creep found in granular ices. 

SINHA: The rheological model presented was developed mainly by examining the recorded 
creep and recovery curves for several loading times at various loads and temperatures. The 
transient creep in this model represents the recoverable creep. The experiments were, how
ever, not conducted for very long times- say, days or so. The morphological changes in 
microstructure (we are beginning to see, after long times, creep conditions) are expected to 
have profound influence on the recoverable amount of the creep. This is precisely what we are 
examining now and I hope we will be able to understand the phenomena better in the near 
future. 
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