
Nominations are sought for the Batchelor
Prize 2012

The Batchelor Prize, sponsored by the Journal of Fluid Mechanics, is presented once
every four years at the ICTAM conference, the next occasion being in Beijing in
August 2012. The prize winner will be announced late in 2011.

The Prize of $25,000 is awarded to a single scientist, for outstanding research
in fluid dynamics. The research so recognised by the Prize shall normally have been
published during the ten-year period prior to the announcement of the award (i.e.
during the period 2001–2010). The intention is thus that younger researchers should
be as eligible for consideration as those who are more established, and that the work
should be of great current interest (representing, for example, an emerging field of
application of fluid mechanics, or a significant breakthrough in an established branch
of the subject).

The Prize winner will be determined by a small committee whose members
are internationally distinguished in fluid mechanics. It is expected that the
Prizewinner will deliver a lecture at ICTAM and that this lecture will also be
published in the Journal of Fluid Mechanics and be made freely available on the
Cambridge Journals website.

The nomination process is open to everyone. If you would like someone to
be considered for the Batchelor Prize please nominate them using the procedure
outlined below:

1. The nomination should include a brief curriculum vitae of the candidate
nominated.

2. A list of his/her publications during the period 2001–2010 with up to 10
of particular distinction being marked by an asterisk (there is no requirement that
the research was published in the Journal of Fluid Mechanics).

3. A brief (one page) statement of the case for making the award.

To submit a nomination email jfmprize@cambridge.org with the above information.

The deadline for nominations is 30th April 2011.

Conditions concerning the award of the Batchelor Prize:
Self-nominations will NOT be accepted.
All nominations must be in English.
The decision of the Committee shall be final. Previous winners are not eligible.
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SUBSCRIPTIONS
The Journal of Fluid Mechanics (ISSN 0022-1120) is published semimonthly in 24 volumes
each year by Cambridge University Press, The Edinburgh Building, Shaftesbury Road,
Cambridge CB2 8RU, UK/Cambridge University Press, 32 Avenue of the Americas, New
York, NY 10013–2473, USA. The subscription price (excluding VAT but including postage)
for volumes 618–641, 2009, is £2225 or $4400 (online and print) and £1890 or $3750
(online only) for institutions; £655 or $1275 (online and print) and £630 or $1160 (online
only) for individuals. The print-only price available to institutional subscribers is £2090 
(US $3950 in USA, Canada and Mexico). Single volumes cost £95 (US $180 in the USA,
Canada and Mexico) plus postage. Orders, which must be accompanied by payment, should
be sent to any bookseller or subscription agent, or direct to the publisher : Cambridge
University Press, The Edinburgh Building, Shaftesbury Road, Cambridge CB2 8RU.
Subscriptions in the USA, Canada and Mexico should be sent to Cambridge University
Press, Journals Fulfillment Department, 100 Brook Hill Drive, West Nyack, NY 10994-2133.
EU subscribers (outside the UK) who are not registered for VAT should add VAT at their
country’s rate. VAT registered subscribers should provide their VAT registration number.
Japanese prices for institutions are available from Kinokuniya Company Ltd, PO Box 55,
Chitose, Tokyo 156, Japan. Prices include delivery by air. Copies of the Journal for
subscribers in the USA, Canada and Mexico are sent by air to New York. Periodicals postage
is paid at New York, NY, and at additional mailing offices. Postmaster : send address
changes in USA, Canada and Mexico to Journal of Fluid Mechanics, Cambridge University
Press, 100 Brook Hill Drive, West Nyack, NY 10994–2133. Claims for missing issues can
only be considered if made immediately upon receipt of the subsequent issue. Copies of back
numbers are available from Cambridge University Press.

COPYING
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MA 01923. Organizations in the USA which are also registered with CCC may therefore
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subject to payment to CCC of the per-copy fee of $16.00. This consent does not extend to
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ISI Tear Sheet Service, 3501 Market Street, Philadelphia, PA 19104, USA is authorized to
supply single copies of separate articles for private use only.

Organizations authorized by the Copyright Licensing Agency may also copy material subject
to the usual conditions.

For all other use of material from the Journal permission should be sought from
Cambridge or the American Branch of Cambridge University Press.

Information on Journal of Fluid Mechanics is available on http://www.jfm.damtp.cam.ac.uk/
and it is included in the Cambridge Journals Online service which can be found at
journals.cambridge.org/. For further information on other Press titles access cambridge.org/.

Readers should note that where reference is made to a Web site for additional material relating
to an article published in Journal of Fluid Mechanics this material has not been refereed and the
Editors and Cambridge University Press have no responsibility for its content.

This journal issue has been printed on FSC-certified paper and cover board. FSC is an
independent, non-governmental, not-for-profit organization established to promote the responsible
management of the World’s forests. Please see www.fsc.org for information.
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The picture on the cover is based on figure 1 of ‘Symmetric Holmboe
instabilities in a laboratory exchange flow’, by E. W. Tedford, 
R. Pieters & G. A. Lawrence.
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